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When used in a water pressure system the Shurflo Accumulator 
tank smoothes water faucet pulses and eliminates pump cycling 
and "water hammer" giving smoother water flow, quieter 
operation, longer pump life and lower battery drain.  
Shurflo's non-corrosive nylon accumulator tank incorporates a 
butyl rubber diaphragm to maintain pressure for years.
Pre-pressurised to 30 PSI.  
Size : 232mm x 121mm x 97mm.

RWB2959 Shurflo accumulator tank 1 litre 
 Shurflo model 182-200

1/2" (12mm) in-line male thread. 
Complete with integral mounting 
bracket and pump to accumulator 
dual swivel adaptor/spacer fitting.

Accumulator tanks improve the performance and lengthen the pump life in most
pressurised water systems.  The accumulator tank holds a store of pressurised 
water to decrease pump cycling, pulsation and water hammer to give smoother, 
quieter water flow.  Can be fitted to new or existing pump system installations.

Compact  Pressurised  600 Ml
600 Ml (0.6 litre) pressurized tank with 
internal bladder and mounting bracket.
Non-corrosive nylon outer casing.
Compact length 180mm - 180 x 120 x 
110mm fits into tight areas.  Supplied 
with integral mount bracket and straight 
snap-in port kits to suit 12mm hose.
Other optional port kits see page 221.

J21-103   600 Ml  Jabsco 30573-0003 

Pressurised  1  Litre  Tank
Our most popular accumulator tank.
Non-corrosive nylon outer casing.
Pressurised tank with internal rubber 
membrane eliminates maintenance
and allows universal mounting.
340 x 120 x 110mm. Supplied with 
integral mount bracket and straight 
snap-in port kits for 12mm I.D hose.
Other optional port kits see page 221.

J21-101 1 litre   Jabsco 30573-0000
J25-185 Spare adaptor clip 30648-0000

Pressurised  8  Litre  Tank
Large capacity pressurised metal tank 
for larger vessels with multi-outlets. 
Rubber inner membrane eliminates 
maintenance. 
Mounting bracket allows universal 
vertical or horizontal mounting. 
330mm length x 220mm width.
50 PSI max.  3/4" BSP connections.

J21-105 8 litre  Jabsco 23240-2000

Pressurised  22  Litre  Tank
Coated metal tank holds a large store 
of water for large vessels systems 
with large pumps and many outlets.  
Internal membrane eliminates 
maintenance.  Integral pump mount 
bracket and tank mounting feet. 
50 PSI max.  3/4" BSP connections.

J21-106 22 litre  Jabsco 23250-0000

Protects your boats water system from damaging pressures of 
unregulated city water connections.  
Limits inlet water pressure to 45 PSI and maintains regulated 
pressure at various flow rates.  
Flush mounted , white colour, with removable strainer and swivel 
elbow outlet with 1/2" male thread for connection to tank plumbing.
Max inlet pressure : 150 PSI.
115mm x 115mm face.  Total depth behind : 78mm inc. outlet.

J21-135    White flush mount 45 PSI Jabsco 44411-1045
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